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(2) Unburied, flammable or combus-
tible liquid storage tanks. 

(3) Any group of containers used for 
storage of more than 60 gallons of flam-
mable or combustible liquids. 

(b) The area within the 25-foot perim-
eter shall be kept free of dry vegeta-
tion. 

§ 57.4131 Surface fan installations and 
mine openings. 

(a) On the surface, no more than one 
day’s supply of combustible materials 
shall be stored within 100 feet of mine 
openings or within 100 feet of fan in-
stallations used for underground ven-
tilation. 

(b) the one-day supply shall be kept 
at least 25 feet away from any mine 
opening except during transit into the 
mine. 

(c) Dry vegetation shall not be per-
mitted within 25 feet of mine openings. 

§ 57.4160 Underground electric sub-
stations and liquid storage facili-
ties. 

The requirements of this standard 
apply to underground areas only. 

(a) Areas within 25 feet of the fol-
lowing shall be free of combustible ma-
terials: 

(1) Electric substations. 
(2) Unburied, combustible liquid stor-

age tanks. 
(3) Any group of containers used for 

storage of more than 60 gallons of com-
bustible liquids. 

(b) This standard does not apply to 
installed wiring or timber that is coat-
ed with at least one inch of shotcrete, 
one-half inch of gunite, or other non-
combustible materials with equivalent 
fire protection characteristics. 

§ 57.4161 Use of fire underground. 
Fires shall not be lit underground, 

except for open-flame torches. Torches 
shall be attended at all times while lit. 

FIREFIGHTING EQUIPMENT 

§ 57.4200 General requirements. 
(a) For fighting fires that could en-

danger persons, each mine shall have— 
(1) Onsite firefighting equipment for 

fighting fires in their early stages; and 
(2) Onsite firefighting equipment for 

fighting fires beyond their early stages, 

or the mine shall have made prior ar-
rangements with a local fire depart-
ment to fight such fires. 

(b) This onsite firefighting equip-
ment shall be— 

(1) Of the type, size, and quantity 
that can extinguish fires of any class 
which would occur as a result of the 
hazards present; and 

(2) Strategically located, readily ac-
cessible, plainly marked, and main-
tained in fire-ready condition. 

[50 FR 4082, Jan. 29, 1985, as amended at 50 
FR 20100, May 14, 1985] 

§ 57.4201 Inspection. 

(a) Firefighting equipment shall be 
inspected according to the following 
schedules: 

(1) Fire extinguishers shall be in-
spected visually at least once a month 
to determine that they are fully 
charged and operable. 

(2) At least once every twelve 
months, maintenance checks shall be 
made of mechanical parts, the amount 
and condition of extinguishing agent 
and expellant, and the condition of the 
hose, nozzle, and vessel to determine 
that the fire extinguishers will operate 
effectively. 

(3) Fire extinguishers shall be 
hydrostatically tested according to 
Table C–1 or a schedule based on the 
manufacturer’s specifications to deter-
mine the integrity of extinguishing 
agent vessels. 

(4) Water pipes, valves, outlets, hy-
drants, and hoses that are part of the 
mine’s firefighting system shall be vis-
ually inspected at least once every 
three months for damage or deteriora-
tion and use-tested at least once every 
twelve months to determine that they 
remain functional. 

(5) Fire suppression systems shall be 
inspected at least once every twelve 
months. An inspection schedule based 
on the manufacturer’s specifications or 
the equivalent shall be established for 
individual components of a system and 
followed to determine that the system 
remains functional. Surface fire sup-
pression systems are exempt from 
these inspection requirements if the 
systems are used solely for the protec-
tion of property and no persons would 
be affected by a fire. 
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